SUREFEED® 3.0

SPECIFICATIONS

Enclosure Maximum Power Consumption
FRP NEMA 4X, 2.0 A at 120/1/60 Hz

17" x 20" x 117 XX Ibs

Outputs Analog Inputs
8 relays rated at 2—4/20mA

5Aeach at 120/1/60 Hz  SureFeed® 3.0 Pump Interface
Ethernet Ports for Seamless Connectivity

The SureFeed® 3.0 Controller from SCG Process is a reliable pump
interface that ensures continuous operation of your chemical feed system.

With its advanced design, extensive installation base, and robust features, SureFeed®
ensures efficiency and reliability. It offers three operation modes and automatic backup
pump switchover, ensuring uninterrupted performance. The intuitive touchscreen display and
easy-to-navigate menu make it a user-friendly solution for seamless system operation.

Key Features

Three Distinct Modes of Operation: Adapt to your specific needs with manual (local) or
remote modes.

Automatic Pump Switchover: Seamlessly switch to a backup pump in case of a fault,
ensuring uninterrupted performance.

User-Friendly Touchscreen Display: Navigate easily with a 7” TFT display featuring 65K
colors and intuitive menus.

Quick Status Verification: Three screen colors provide immediate feedback on operation
mode.

Comprehensive Monitoring: Keep track of chemical delivery, pump faults, and overall
system status.

Operational Flexibility: One pump can be serviced or removed without halting system
operation.

Alarm and Fault Management: Includes selectable pump alarm modes and a detailed
alarm history log.

Enhanced Communication: Equipped with built-in USB, RS232, and Ethernet ports for
seamless connectivity.



